
Sillem, inspired by nature.

Inspired by Nature and more particularly by trees, Sillem offers a modular design structured around: 
3 Branches, 1 Knot, 1 Trunk.  In combination, these 5 components yield 15 unique combinations! 

This modular approach makes it possible to optimise the product with regards to the geometric 
variations of the spaces to be developed.  You are able to choose the most appropriate shape to fit 
the exact needs of the location of each Lamp post, whilst maintaining continuity of line throughout 
the project. 
 
The Sillem range is 100% Aluminium, 30% of which is Recycled material.

The Branches and Trunk are 6060T5 Brushed Aluminium. The Knot is AlSi7Mg Aluminium alloy.
 
Available in a range of anodised or powder coated finishes. 
This range is designed according to standard EN40 part 1 to 6 and has obtained CE marking 
1166-CPD-0006.
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Sillem 
Model

Height
(m)

Outreach
(mm)

Top
(mm)

Base
(mm)

Door 
Height
(mm)

Door
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Door
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(mm)

Door Space
(mm)

Bolt
Spacing

(mm)

Flange 
Dims
(mm)

A 4,6 0,7 60 220 500 125 500 170 x 125 300 400

B 6.5 / 4.6 0.7 / 0.7 60 220 500 125 500 170 x 125 300 400

C 6.5 / 4.6 1.1 / 0.7 60 220 500 125 500 170 x 125 300 400

D 6,5 0,7 60 220 500 125 500 170 x 125 300 400

E 6.4 / 6.5 1.1 / 0.7 60 220 500 125 500 170 x 125 300 400

F 6,4 1,1 60 220 500 125 500 170 x 125 300 400

G 9.5 / 4.6 0.8 / 0.7 60 220 500 125 500 170 x 125 300 400

H 9.2 / 4.6 2.4 / 0.7 60 220 500 125 500 170 x 125 300 400

I 9.5 / 6.5 0.8 / 0.7 60 220 500 125 500 170 x 125 300 400

J 9.5 / 6.4 0.8 / 1.1 60 220 500 125 500 170 x 125 300 400

K 9.2 / 6.4 2.4 / 1.1 60 220 500 125 500 170 x 125 300 400

L 9.2 / 6.5 2.4 / 1.1 60 220 500 125 500 170 x 125 300 400

M 9.2 / 9.2 2.4 / 2.4 60 220 500 125 500 170 x 125 300 400

N 9.5 / 9.5 0.8 / 0.8 60 220 500 125 500 170 x 125 300 400

O 9.2 / 9.5 2.4 / 0.8 60 220 500 125 500 170 x 125 300 400


